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Specifications

Typical Case Reference

EL-TS-100

EL-TS-160

EL-TS-240

100W

160W

240W

250W HID

400W HID

750W HID

13000lm

20800lm

31200lm

3.4kg/7.5lbs

4.2kg/9.3lbs

5.7kg/12.6lbs

310×310×420mm
12.2x12.2x16.5in

410×410×500mm
16.1x16.1x19.7in

410×410×500mm
16.1x16.1x19.7in

Part#                Power                 Equivalent         Total Lumen         N.W   Product Dimensions

TAURUS SERIES 11/14/2017 PRODUCT CATALOG002
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Photometrics

TAURUS SERIES 11/14/2017 PRODUCT CATALOG003

60 Degree Reflector

0.0~180.0
90.0~270.0

 Mounting Height 10m, 0 Tilt, 
20LUX-0.2LUX

90 Degree Reflector

0.0~180.0
90.0~270.0

 Mounting Height 10m, 0 Tilt, 
20LUX-0.2LUX

120 Degree Reflector

 Mounting Height 10m, 0 Tilt, 
20LUX-0.2LUX

0.0~180.0
90.0~270.0

120 Degree Reflector

0.0~180.0
90.0~270.0

 Mounting Height 10m, 0 Tilt, 
20LUX-0.2LUX
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Rated Voltage AC 100-277V

Input Voltage AC 120-277 V

Working Mode ON/OFF , 1-10V Dimming

Load Power 800W (Capacitive load) @220VAC 
1200W(Resistive load) @220VAC

Working Frequency 5.8 GHz ±75 MHz    ISM

Transmit Power 0.5mW Max.

Detection 100%/50%/ 

Delay Setting 5S/30S/90S/3min/20min/30min

Waiting Time 5s/5min/10min/30min/1h/Disable

Daylight 50lux/100lux/200lux/Disable

Dim Down 10%/20%/30%/50%

Mounting Height 15m Max

Detection Angle 150° , 360° 

Main Power Consumption ≤15W

Charging Time ≤24H

Emergency Time ≥90MIN

IP Rating IP65 / IP30

Operating Temperature -10℃~55℃

Switch-over Time ≤1S

Battery Specification NI-cd/12V/1500mAh

Control Individual Control

Sensor & Emergency Power Backup Options

Emergency Power Backup

Motion Sensor

With Motion Sensor 

With Emergency Power Backup
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Sensor & Emergency Power Backup Options

TAURUS SERIES 11/14/2017 PRODUCT CATALOG005

With PIR Sensor 

PIR Sensor

Input Voltage AC 120-277 V, 60HZ

Load Requirement 800VA  @  120V AC Fluorescent Ballasts NO Min
1200VA  @  277V AC Fluorescent Ballasts NO Min

Load Horsepower 1/6HP

Time Delay Adjustment Fixed 15 seconds to 30 minutes

Operating Temperature 32° to 131° F ( 0° to 55°C )

Humidity range 0%-90%RH, non-condensing

Coverage range Up to 30 ft mounting / 360 Degrees

Terminal Line Black-Hot, White-Neutral, Red-Load

Warranty 2 Years

IP Rating IP 30

Sensor Type IR Sensor
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Bracket Assembly

TAURUS SERIES 11/14/2017 PRODUCT CATALOG006

100W~240W

100W~240W

100W~240W

100W~240W

100W~240W

100W~240W

SP-HR

SP-TS-60PC

SP-TS-90PC

SP-TS-90AL

SP-TS-120PC

SP-TS-120AL

Hang Ring

60 Degree Reflector (PC)

 90 Degree Reflector (PC)

90 Degree Reflector (Aluminum)

 120 Degree Lens (PC)

120 Degree Reflector (Aluminum)

Image           Applicable Power                 Product Code                               Product Description

Mounting Options & Accessories

90 Degree Reflector (Aluminum/PC)

120 Degree Reflector (Aluminum)

60 Degree Reflector (PC)

120 Degree Reflector (PC)

Hanging Ring Mount



01-1m Australian Standard Power Cord
02-1m European Standard Power Cord
03-1m American Standard Power Cord

Ordering Information

TAURUS SERIES 11/14/2017 PRODUCT CATALOG007

22-60°12" PC IP30

45-90°12" PC IP30

43-60°12" PC IP65

46-90°12" PC IP65

44-120° PC IP65

35-120° PC IP30

40-90°Aluminum Reflector IP30

41-120°Aluminum Reflector IP30

04

04 - Philips Lumileds
02 - 2500-3500K

04 - 3500-4500K

06 - 4500-5500K

HB (Standard)01 01 01 01 03 0103 170206 43

01 - Mean Well

03 - Sosen

HB - High Bay

01 - Non Dimmable

02 - Dimmable

TS - Taurus Series

EL TS XX

01 - 100W

02 - 160W

03 - 240W

Power Luminaire Dimmability LEDS CCT Opticals

01-Hanging Ring

02 - AC 100-277 V
02 - 90 min
01 - None

01 - No 01-RAL9017 Black03 - IP65
02 - Microwave

Input Voltage Power Cable Sensor Emergency
Power Backup Mounting IP Rating Fixture ColorDriver
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